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NOTE: Delete, revise, or add to the text in this
section to cover project requirenents. Notes are
for designer information and will not appear in the
final project specification.

This section covers steel and wood cabi nets, counter
tops, surfacing, and associ ated hardware.

Associ ated work found in other sections includes
rough carpentry, architectural woodwork, netal
casewor k, and pl unbi ng.

Dr awi ngs nust i ndi cate:

Cabi net | ocations, dinensions, and counter top
hei ght s

details of support and anchorage

a schedule to identify the finish and color to be
used

EE R R R R R R R R R R R R R R R R R R R R R R I R R R O R

PART 1 GENERAL

1.1 REFERENCES

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R

NOTE: The foll owi ng references should not be
manual |y edited except to add new references.

Ref erences not used in the text will automatically
be deleted fromthis section of the project

speci fication.

EE R R R R R R R R R E R R R R R REEERERE R EEEE R R E R R R R R

The publications listed below forma part of this section to the extent
ref erenced:
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AMERI CAN NATI ONAL STANDARDS | NSTI TUTE (ANSI )
ANSI A208.1 (1993) Wbod Parti cl eboard
ANS| B18.6.1 (1981) Screw, Wod
ASTM | NTERNATI ONAL ( ASTM
ASTM A 167 (1999) Standard Specification for
Stai nl ess and Heat - Resi sting
Chrom um Ni ckel Steel Plate, Sheet, and
Strip
ASTM A 325 (2000) Standard Specification for

Structural Bolts, Steel, Heat Treated,
120/ 105 ksi M ninum Tensile Strength

ASTM A 325M (2000) Standard Specification for High
Strength Bolts for Structural Steel Joints
(Metric)

ASTM A 366/ A 366M (1996) Standard Specification for Steel,
Sheet, Carbon, Col d-Rolled, Conmerci al
Quality

ASTM C 1036 (1991) Standard Specification for Flat
d ass

ASTM D 13 (1992) Spirits of Turpentine

ASTM D 4689 (1990) Standard Specification for
Adhesi ve, Casein Type

ASTM D 4690 (1999) Standard Specification for U ea
For mal dehyde Resin Adhesives

ASTM F 594 (1991) Carbon and Alloy Steel Nuts

ASTM F 836 (1990) Standard Steel Nuts (Metric)

BU LDERS HARDWARE MANUFACTURERS ASSCCI ATI ON ( BHVA)

BHVA Al156. 9 (1994) Cabi net Hardware
| NTERNATI ONAL CODE COUNCI L (| CO)

ICC IPC (2000) International Plunbing Code
NATI ONAL ELECTRI CAL MANUFACTURERS ASSOCI ATl ON ( NEMR)

NEMVA LD 3 (2000) Hi gh-Pressure Decorative Lam nates
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SCl ENTI FI C APPARATUS MAKERS ASSOCI ATI ON ( SAMA)

SAMA LF6a (1978) Laboratory and Hospital Service
Fittings

U S. GENERAL SERVI CES ADM NI STRATI ON ( GSA)

FS FF-B-588 (Rev D) Bolt, Toggle; and Expansion
Sl eeve, Screw

FS FF-S- 325 (I'nt And 3) Shield, Expansion; Nail,
Expansi on; and Nail, Drive Screw (Devices,

Anchoring, Msonry)

FS M\ L-736 (Rev C, Am 1) Lunber; Hardwood

FS M@\ L-751 (Rev H) Lunber; Softwood

FS TT-C 490 (Rev C, Am 2) deaning Methods for Ferrous
Surfaces and Pretreatnents for Organic
Coat i ngs

FS TT-C 520 (Rev B; Am 1) Coating Conpound,

Bi t um nous, Sol vent Type, Underbody (for
Mot or Vehi cl es)

FS TT- E- 489 (Rev J) Enanel, Al kyd, doss, Low Voc
Cont ent

FS TT-E-491 (Rev C) Enanel; doss, Synthetic (for
Met al and Wbod Furniture)

FS TT-F- 336 (Rev E) Filler, Wod, Paste

FS TT-Vv-121 (Rev H) Varnish, Spar, Water-Resisting

FS WV P- 541 (Rev E; Am 1) Plunbing Fixtures

1.2 SUBM TTALS

EE R R R R R R R R R R R R R R R R R R R R R R R R I O R

NOTE: Review subnmittal description (SD) definitions
in Section 01330, "Submittal Procedures," and edit
the following list to reflect only the submttals
required for the project. Subnmittals should be kept
to the mininumrequired for adequate quality
control. Include a columar list of appropriate
products and tests beneath each submittal

descri ption.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

The followi ng shall be submitted in accordance with Section 01330,
"Subm ttal Procedures,” in sufficient detail to show full conpliance with
t he specification:
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SD- 02 Shop Drawi ngs

Fabrication draw ngs shall be submitted for steel and wood
cabinets in accordance with the paragraphs entitled, "[Wod

Cabinet] [Particle Board Cabinet] [Steel Cabinet] [Counter Top and

Back Spl ash] Fabrication," of this section.

Installation Drawi ngs shall be subnitted for steel and wood
cabinets in accordance with the paragraph entitled,
"Installation," of this section.

SD- 03 Product Data

Manufacturer's catal og data shall be submtted for the foll ow ng

i tens:

Corrosi on-Resi stant Stee
Pl ywood

Har dwood

d ass

Adhesi ves

Filler Material

Particle Board

Tur penti ne

Var ni sh

Fast eners

St eel Sinks

Service Fixtures
Accessories and Har dware
Sof t woods

Pl astic Lam nate

SD- 04 Sanpl es
Sanpl es shal | incl ude:

Counter Top and Back Spl ash, one each, 4 inches 100 mllinmeter
wi dth, submitted as one unit or as separate itens.

Accessori es and Hardware, one each.

Manuf acturer's Standard Color Charts shall be submitted in
accordance with paragraph entitled, "General," of this section.

SD-07 Certificates
Certificates shall be subnitted for the following itens show ng
conformance with the referenced standards contained in this
section.
Cor r osi on- Resi st ant St eel

Pl ywood
Har dwood
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d ass

Adhesi ves

Filler Material

Particle Board

Tur penti ne

Var ni sh

Fast eners

St eel Sinks

Service Fixtures
Accessories and Har dware

SD- 08 Manufacturer's Instructions

Manuf acturer's Instructions shall be submitted for in accordance
with paragraph entitled, "General," of this section.

3 DELI VERY, STORAGE, AND HANDLI NG

Cabi nets shall be delivered, stored, and handled in a manner that wll
prevent danage and di sfigurenent.

Tenporary skids shall be provided under units weighing nore than | ]
pounds kil ogram

PART 2 PRODUCTS

2.

1 GENERAL

Manuf acturer's Standard Color Charts shall be submtted for wood and netal
cabi nets showi ng the manufacturer's recomended col or and finish selections.

Manuf acturer's Instructions shall be subnmitted for wood and netal cabinet
systens including special provisions required to install equi pment
conponents and system packages. Special notices shall detail inpedances,
hazards and safety precautions.

Cabi nets shall be the manufacturer's standard sizes of type and design

i ndicated. Both wall and base cabi net assenblies shall consist of

i ndi vidual units joined into continuous sections as indicated. Fastenings
shal | be acconplished to pernmit renmoval and replacenent of individual units
wi t hout affecting the remainder of the installation

.2 MATERI ALS

Steel for cabinet construction shall conformto ASTM A 366/ A 366M

Corrosion-Resi stant Steel shall conformto ASTM A 167, Type [302] [304]
[316] Finish 4.

Dougl as-fir Plywod shall conformto ICC IPC, exterior type, fully
wat er pr oof bond.

d ass shall conformto ASTM C 1036, Type |, Class 1, Quality g3, 1/4 inch 6
mllineter thick, for unfraned sliding glass doors; other glass shal

SECTI ON 12303 Page 7



conformto ASTM C 1036, Type Il, Cass 1, Quality g8, 7/32 inch 5 mllineter
t hi ck.

Adhesi ves for application of plastic |am nate shall be a thernpsetting
urea-resin Type Il conforming to ASTM D 4690 as reconmended by the

manuf acturer of the |lam nate. Adhesive for wood nenbers shall conformto
ASTM D 4689.

Filler Material shall conformto FS TT-F-336.

Har dwood shall conformto FS MW L-736, standard hardwood | unber, S2S.

Har dwood pl ywood shall conformto |ICC I PC.

Particle Board shall conformto ANSI A208.1, Type 1, Grade M or nedi um
density.

EE R R R R R R R R R R R R R R R R R R R R R I R I I R

NOTE: Review NEMA LD 3 and insert style, type,
grade, class, and finish as required.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O O R

Pl astic Lami nate shall conformto NEMA LD 3, Style | ], Type [ ],
Grade | ], Cass | ], Finish | ].

Sof twoods shall conformto FS MM L-751, factory and shop grade.
Tur pentine shall conformto ASTM D 13.
Varni sh shall conformto FS TT-V-121.

Accessories and Hardware shall conformto the follow ng requirenents, as
appl i cabl e:

Ext ensi on drawer slides: BHVA Al56.9, Type B85071

Sem conceal ed hinges: BHVA Al156.9, Type B81201, 1-1/2 inches

Ful | surface hinges: BHVA Al156.9, Type B81131, 1-1/2 inches

Knob pulls: BHVA A156.9, 1-inch dianmeter, Type B12132

Bar type pulls: BHMA A156.9, 4-inch overall |ength, Type B12012

Sem conceal ed hinges: BHVA Al156.9, Type B81201, 40 mllineter

Ful | surface hinges: BHVA A156.9, Type B81131, 40 millineter

Knob pulls: BHVA A156.9, 25 nillineter dianeter, Type B12132

Bar type pulls: BHVA A156.9, 100 nillineter overall |ength, Type B12012

Locks, keying, and keys: As directed
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Cat ches: Magnetic, 5-pound 22 newton (5-pound) pull
Sliding door set:
| npregnat ed fiberboard track
Nyl on glides
Fasteners shall conformto the foll ow ng:

Screws: ANSI B18.6.1, G oup, Type and C ass as applicable

Anchoring Devices: FS FF-S-325, Group, Type, and C ass as applicable

Toggl e bolts: FS FF-B-588, Type |, Oass A Style 2

Nuts: ASTM F 594, corrosion-resistant steel

Bolts: ASTM A 325, heavy, hexagon head bolts corrosion-resistant steel

Nuts: ASTM F 836, corrosion-resistant steel

Bolts: ASTM A 325M heavy, hexagon head bolts corrosion-resistant steel

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Sink for inset-type installation shall be as
specified in Section 15102, "Pl unbing."

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

Corrosi on-resi stant Steel Sinks:

[18-gage 1.3 nmillineter corrosion-resistant steel, integral wth
corrosion-resi stant steel countertop]

[18-gage 1.3 nillineter corrosion-resistant steel, nonintegral,
sel f-rinm ng]

Drain holes in center of bow
Underside coated with 1/8-inch 3 nmillimeter thick sound deadener
Die-form seanl ess, raised edges at front and ends
Cove corners to 1/2-inch 13 millimeter radius
Equip with strainers and tail pieces
Sound deadeni ng shall conformto FS TT-C-520.

Service Fixtures shall conformto the foll ow ng requirenents:

Fi xtures shall be in accordance with the water conservation policy as

stated in the Standard Pl unbi ng Codes, Appendi x J.
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2.

Faucets: splashback nounted, cast brass, chrone plated, FS WVP-541
Faucets: deck mounted, cast brass, chronme plated, FS WVMP-541

Gas, air, and vacuum distilled water, steam and dei oni zed wat er
cocks: cast brass, chronme plated, ground key type

Drains, strainers, and taps: brass, chrone plated, FS WV P-541
I ndex buttons: plastic, color codes in accordance with SAVA LF6a

Special items: nipples and | ocknuts with each fixture shall be as
di rect ed.

EE R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Delete any of the follow ng types that are
not appli cabl e.

Type |, zinc phosphate
Type |1, iron phosphate

Type |11, organic-paint, varnish, |acquer

EE R R R R R R R R R R R R R R R R R R R R R R R R R R O R

Metal pretreatnment coatings: FS TT-C 490, Type
Metal pretreatnment coatings: FS TT-C 490, Type |
Metal pretreatnment coatings: FS TT-C 490, Type I
Enanel: FS TT-E-491, Cass 2

3 WOOD CABI NET FABRI CATI ON

Wal | and base cabi nets shall be essentially of same construction and sane
out si de appearance. Cabinets shall be constructed with frane fronts and
solid ends, or frame construction throughout. Frane nenbers shall be
3/4-by 1-1/2-inch 20 by 40 mllimeter kiln-dried hardwood, using nortise
and tenon, dovetailed or dowel ed, and glued together. Top and bottom
corners shall be braced with hardwood bl ocks that are glued with

wat er-resi stant glue and nailed in place. Base cabinets shall be provided
with an integral toe space at least 2-1/2 inches 65 mllineter deep and 4
inches 100 millimeter high. Drawers shall be mounted on [netal guides]

[ har dwood gui des] [renewabl e plastic] [fiber guides]. Shelves shall be
[fixed] [renpbvable] [and] [adjustable], as indicated.

M ni mum t hi cknesses of materials for frane-front, solid-end cabi net
construction shall be as foll ows:

Backs and bottons of base cabinets and tops of wall cabinets: 1/8-inch

3 mllinmeter tenpered hardboard. Bottons shall be braced wi th wood
menbers glued in place.
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Cabi net ends: 1/2-inch 15 millineter hardwood-veneer plywood

Doors: 3/4-inch 20 mllineter [hardwood] [softwood] plywood, [solid]
[ hol l ow] core doors

Drawer fronts: 3/4-inch 20 ml!lineter hardwod

Drawer bottons: 3/16-inch 4.76 nmillineter plywood or tenpered
hardboard. Drawer bottons over 1 foot 3 inches 380 nillinmeter wide
shal | be braced with wood nenbers glued in place.

Dr awer sides and backs: 1/2-inch 15 m!l!lineter hardwod

Interior partitions or dividers: 1/2-inch 15 millinmeter [fir plywood,
Grade A-A] [ hardwood]

Shel ves: Grade A-B plywood, supported on ends and 24 inches 600
mllimeter on centers

Adj ust abl e shelves: 3/4-inch 20 mllimeter plywood
Base cabi net shelves: 5/8-inch 16 nmillinmeter plywood

Wal | cabinet shelves: [1/2-inch 15 millinmeter [plywood] [glued-up
solid wood]] [1/4-inch 6 millineter plywood with a solid-wood frane]

M ni mum t hi cknesses of nmaterials for frame-type cabi net construction shal
be as foll ows:

Cabinet ends: 1/4-inch 6 mllinmeter hardwood pl ywood

Backs, bottons, partitions, and dividers: 3/16-inch 4 nmillineter
tenpered hardboard in a frane

Materials for other components shall be as specified.
.4 PARTI CLE BOARD CABI NET FABRI CATI ON

Wal | and base cabi nets shall be essentially of same construction and
covered with plastic lamnate as indicated. Cabinets shall be constructed
with frane fronts and solid ends throughout. Franme nmenbers shall be 3/4-by
1-1/2-inch 20 by 40 millinmeter kiln-dried hardwood, using nortise and
tenon, dovetailed or dowel ed, and glued together. Top and bottom corners
shal | be braced with hardwood bl ocks that are glued w th water-resistant
glue and nailed in place. Base cabinets shall be provided with an integra
toe space at least 2-1/2 inches 65 nillineter deep and 4 i nches 100
mllineter high. Drawers shall be nounted on [netal guides] [hardwood

gui des] [renewable plastic or fiber guides]. Shelves shall be [fixed]
[renmpovabl e] [and] [adjustable], as indicated.

M ni mum t hi cknesses of materials for cabinet construction shall be as
fol |l ows:

Backs and bottonms of base cabinets and tops of wall cabinets:

SECTI ON 12303 Page 11



2.

2.

3/16-inch 4 millinmeter tenpered hardboard. Bottons shall be braced
wi th wood nenbers glued in place.

Cabinet ends: 3/4-inch 20 millinmeter particle board with a plastic
| am nate covering

Doors: 3/4-inch 20 mllineter particle board |am nated on [front
surface] [rear surface] [all edges]

Drawer fronts: 3/4-inch 20 millimeter particle board | anmi nated on al
edges

Drawer bottons: 1/8-inch 3 millineter plywood or tenpered hardboard.
Drawer bottons over 1 foot 3 inches 380 millinmeter wide shall be braced
wi th wood nenbers glued in place.

Drawer sides and backs: 1/2-inch 15 nillineter particle board
Interior partitions or dividers: 1/2-inch 15 millinmeter particle board
Shel ves: Supported on ends and 24 inches 600 nillineter on centers
Adj ustabl e shelves: 3/4-inch 20 mllimeter particle board
Base cabi net shelves: 5/8-inch 16 mllimeter particle board
Wal | cabinet shelves: 1/2-inch 13 millimeter particle board
5 STEEL CABI NET FABRI CATI ON
5.1 Gener al

Wal | and base cabi nets shall be of essentially the sane construction
fabricated fromcold-rolled furniture steel not |ighter than 22-gage 0.85
mllineter, except that backs of cabinets and backs of doors may be 24-gage
0.70 mllinmeter steel. Wall cabinets shall have corner mullions of
full-wap construction consisting of three 90-degree bends, with no raw
edges or flanges exposed. Base cabinets shall be equipped with fixed top
rails and shall have an integral subbase form ng a recessed toe space 4
inches 100 millimeter high and not |less than 2-1/2-inches 65 millineter
deep. Welds shall be flush and ground snmooth on exposed surfaces. Heads
of screws and bolts shall not show in exposed exterior surfaces. Doors and
drawer fronts shall be doubl e-wall, panel-type construction, not |ess than
1/2-inch 15 millimeter thick, with a sound-absorbing material cenented
between the walls. Doors and drawers shall be equi pped with rubber or
plastic silencers or bunpers. Drawers shall have renovable fronts, shal

be nmounted on [netal guides] [renewable fiber] [plastic guides] and shal

be equi pped with position stops to avoid accidental conplete withdrawal.
Shel ving shall be [fixed] [adjustable] as indicated, and shall be forned on
four sides with two additional 90-degree bends on front edge.

.5.2 Wor kmanshi p

End panels, top rails, bottons and vertical posts shall be aligned at
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2.

intersections in sane plane, wthout overlap
Exposed wel ds shall be ground flush and snoot h.

5.3 M ni mum Thi ckness of Stee

u. S
STANDARD  THI CKNESS
GAGE (1 NCH)
H nge reinforcement, tapping strips, 14 0.0747
gussets, drawer runners
Cabinet top rail, hanging brackets, frane, 16 0. 0598
and base
Qut er door pan and slide support, cross 18 0.478
rails, cabinet fronts, scribe strips, and
fillers
Shel ves, other steel itens 20 0. 0359
u. S
STANDARD  THI CKNESS
GAGE (M LLI METER)
H nge reinforcenment, tapping strips, 14 1.9

gussets, drawer runners

Cabinet top rail, hanging brackets, frane, 16 1.6
and base

Qut er door pan and slide support, cross 18 1.3
rails, cabinet fronts, scribe strips, and

fillers

Shel ves, other steel itens 20 1.0

5.4 Cabi net s
Cabi nets shall have sheet steel fronts, backs, sides, tops, and bottons.

Sides shall be fornmed with rabbeted stiles 1-1/8-inches 28 millinmeter wide,
cl osed by wel ded channel containing enbossed | ouvers spaced 1-1/2 inches 40
mllineter on center, for adjustabl e shelves.

Cabi nets shall have a steel channel-shaped top rail, 18-gage 1.3 mllineter
steel cross rails, and Z-shaped rear rail to engage 16-gage 1.6 nillineter
st eel hangi ng bracket.

At base cabinets, 1-1/2-inch 40 mllineter long | eveling screws shall be
provided for adjusting to floor variations and shall be accessible through
pl ugged openings in bottom 14-gage 1.9 mllineter gussets shall be
installed to support the screws.
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At base cabinets, renovabl e backs, knee space panels, or access doors shal
be provi ded where piping occurs.

.5.5 Door s
Doors shall be doubl e-pan construction with 5/8-inch 16 mllinmeter thick
tel escoped inner pan into outer pan with exposed vertical edge forned into

channel shape having returned |ip over inner pan and offset to receive lip

Panel s shall be coated with 1/8-inch 3 mllineter thick asphaltic sound
deadener.

Rei nf orcerment shall be fastened for hardware attachnment to i nner pan and
shal | be conceal ed.

Hi nged doors shall be fitted with pairs of hinges, knob pulls, |ocks, and
bunpers.

I nsi de edge of cutout in front panel of glass door shall be bevel ed.
d ass shall be set in continuous rubber gasket between panels.
Sliding doors shall be equipped with tracks, guides, bunpers, and bar pulls.
Doors for the exposed fronts of netal cabinets shall be:

[Pl astic-1lanm nate-covered particle board]

[ Har dwood pl ywood]

[ Sound- deadened net al ]
Doors shall be not less than 1/2-inch 15 mllimeter thick
Pl astic | am nated doors shall be constructed with particle-board cores and
sheets of [nelam ne] [polyester plastic] |am nated under pressure with a
wat er -r esi st ant adhesi ve; doors shall be edge trimed and sealed with a
mat chi ng durable plastic trimnmolding. Hardware and fastenings for doors
with particle-board cores shall be of the through-bolt type.
.5.6 Dr awer s
Drawer fronts shall be doubl e-pan construction with 5/8-inch 16 mllinmeter
thick tel escoped inner pan into outer pan with exposed vertical edge forned
i nto channel shape having return |ip over inner pan and offset to receive
lip. Drawer bodies shall be welded to front through flanges on sides and
bottom and to back through flanges at rear

Fl anges shall be extended outward or downward, top of side, and backroll ed.

Corners shall be coved to 1/2-inch 15 mllineter radius.

EE R R R R R R R R R R R R R R R R R R R R R R R R O O R
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NOTE: Delete | ocks when not applicable.

When wi dth of drawer exceeds 24 inches 610 mllineter,
two pulls are required.

EE R R R R R R R R R R R R R R R R R R R R R R R R R O R

Drawer accessories shall consist of slides, bar pulls, and |l ock and stop
devi ces.

.5.7 Shel ves

EE R R R R R R R R EEEEEREEEEEEEREEEREEEREEEEEEEREEEREEEEEEEEE SRR SRR SRS SRR EEEEEREE SRR

NOTE: Stainless steel nust be specified when
sanitation is critical

EE R R R R R R R R R R R R R R R R R R R R R R O R

Shel ves shall be fabricated fromsheet steel with front and rear edges
flanged down 3/4 inch 20 m|lineter and hermmed back at 30 degrees to
under si de of shelf.

Shel ves shall be fabricated from corrosion-resistant steel sheet with front
and rear edges flanged down 3/4 inch 20 mllimeter and hemred back at 30
degrees to underside of shelf.

Shel ves shal |l be supported with 16-gage 1.6 mllinmeter shelf clips inserted
in slots in front stile and in form channel in back

Fl anges shall be notched at sides to match and engage with enbossnents on
si de panel s.

.5.8 Dust cover Tops
Front face height shall be 1 inch 25 mllineter.

Dust cover tops shall be sloped upward 30 degrees fromfront to back of
cabi net .

Dust cover tops shall be equi pped for attaching frominside of cabinet.
.5.9 Fi ni sh

Steel cabinets shall be prinmed and factory-finished with two coats of
synthetic enanel, baking quality, conformng to FS TT-E-489, C ass B
Col ors shall be as sel ected.

.6 COUNTER TOP AND BACK SPLASH FABRI CATI ON

Counter tops and back splash shall be constructed of [[plywood] [wood]
[particle board] covered with a [shop-applied plastic |amnate]
[corrosion-resistant steel]] [an integral corrosion-resistant steel top

wi t hout backi ng].

Pl ywood shall be a water-resistant type, Grade B-D Douglas fir plywood,
with a mninumthickness of 3/4 inch 20 mllinmeter. Back splash shall be
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[ pl ywood] [hardwood] 3/4-inch 20 millinmeter thick by the hei ght indicated.

Particle board shall be as specified with a nminimmthickness of 3/4 inch
20 millinmeter. Edges and opening around sink rimshall be built up with
hardwood strips. Back splash shall be of sinilar construction, a mninum
of 3/4-inch 20 mllineter thick by the height indicated.

Steel shall be not lighter than 22-gage 0.85 mllinmeter corrosion-resistant
steel for backed construction and not lighter than 18-gage 1.3 mllineter
corrosion-resistant steel for integral construction. Steel tops shall be
rei nforced on edges and around sink-rimopening. Counters shall be of
one- pi ece construction; where corrosion-resistant sink bows are provided,
joints shall be welded and polished snooth. Joints between sink, counter
top, and back splash shall be nade watertight. Back splash shall be of the
sanme material as counter top and shall be forned with square edges. Height
shal | be as indicated.

Plastic | am nate shall be continuous sheet of the | ongest |ength
practicable and of the design and color selected. Joints in the surface
sheeting shall be tight and flush, and held to a practical m nimum nunber.

Edging and trim

For plastic-1lam nate-covered counter tops and back splash, the edging
and trimshall consist of:

Strips of laninate cut and fitted to exposed edges with contact
adhesi ve

Corrosion-resistant steel nolding applied to exposed edges and at
the intersection of the top and back splash with a conceal ed
fasteni ng system

For corrosion-resistant steel counter tops and back splash, the
edging and trimshall be formed as an integral part of the top

Sink rins shall be standard products of a manufacturer regularly producing
this type of equipnent, and shall be fabricated from corrosion-resistant
steel of the size necessary to receive the sinks.

Choppi ng bl ock shall be of the size and in the | ocation indicated.
Choppi ng bl ock shall be:

Portabl e type, of solid edge-grain clear maple, mninmum 3/4-inch 20
mllinmter thick, sized to fit on a suitable rack for storage

Stationery type or built-up, edge-grain clear maple, m ninmum
1-1/2-inches 40 mllimeter thick, installed in a counter top

Choppi ng bl ocks shall not be nmounted in the toprail of base cabinets.
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2.

2.

2.

2.

7  SURFACI NG

7.1 Lam nated Plastic Surfacing

Pl astic sheeting shall be lam nated to faces and exposed edges of particle
board at 20 pounds per square inch and 185 degrees F 138 kil opascal and 85

degrees C.

Backi ng sheet shall be applied to conceal ed faces.

. 7.2 Corrosi on-Resi stant Steel Surfacing

Counters and work surfaces shall be fornmed of 16-gage 1.6 mllineter sheets
wi th exposed edges returned.

Hat - shaped channels, 16-gage 1.6 mllinmeter, shall be used for
rei nforcement, spaced 30 inches 760 m|lineter on center

Surfaces shall be equi pped with wood strips under edges for fastening to
cabi net s.

Internal corners shall be coved to 1/2-inch 15 mllineter radius.
Under si de shall be coated with 1/8-inch 3 mllimeter thick sound deadener

Joints shall be electrically welded, ground snooth, and polished to match
adj acent fi nish.

8 M SCELLANEQUS CABI NETS

EE R R R R R R R R R R R R R R R R R R R R R R R R O R

NOTE: Del ete inapplicable paragraphs, or state
appropriate options.

EE R R R R R R R R R R R R R R R R R R R R R R R O R

8.1 Conbi nati on Si nk-and-Base Cabi net

A conbi nati on si nk-and-base cabinet unit may be furnished in lieu of the
base cabi net and inset sink indicated provided the conbination unit affords
facilities and space equal to those indicated and provided the conbi nation
unit natches the adjacent units in materials and construction. Sink, wth
mat chi ng drai nboards, shall be [corrosion-resistant steel]

[ porcel ai n-enanel steel] and shall be equi pped with a chrom um pl ated

[ swi ngi ng- spout faucet, chrom umplated water-control valves,] [automatic
faucet] and chrom umplated cup strainer. Joints between sink and

drai nboard and between drai nboard and counter top shall be nade watertight.

.8.2 Speci al Purpose Cabinets

Speci al - pur pose cabi nets, such as cabinets for eye-level oven units,
countertop range units, and built-in refrigerators and desks, shall be
furni shed as indicated and shall be of sane materials and construction as
adj acent cabinets. Space shall be provided adjacent to sink for a

di shwasher, as i ndicated.
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2.

9 ACCESSORI ES AND HARDWARE

Accessories such as utility shelves and racks for extracts, condinments, and
towel s; bins for sugar and flour; breadboxes; and trays for cutlery and
flatware shall be furnished as indicated.

Har dwar e shall be corrosion resistant. Exposed hardware shall have a
chromumplated finish or a corrosion-resistant finish as approved.

Sem conceal ed hi nges on cabi nets where paint finish is required shall be
painted to match the cabinets. Doors shall be equipped with [bullet-type
catches] [spring hinges] [nmagnetic-type catches]. Door and drawer pulls
shal | be as indicated.

PART 3 EXECUTI ON

3.

3.

1 FI ELD FI NI SHI NG OF WOOD CABI NETS

[For painted finish, a prine coat and two coats of synthetic enanel of
air-drying quality, conformng to FS TT-E-489, Class A shall be applied.
Col ors shall be as selected.]

[ For natural finish, the applicable procedure for the type of wood shall be
fol | owed:

For open-grain woods: One coat of paste wood filler shall be applied,
and excess filler shall be renoved. One coat of pale varnish thinned
with turpentine shall then be applied, followed by one coat of pale
varni sh and then by one coat of satin-finish varnish, plus an
additional coat of satin-finish varnish on cabinet doors and drawer
fronts. Surfaces shall be lightly sanded between coats.

For cl ose-grain woods: One coat of pale varnish thinned with
turpentine shall be applied, followed by one coat of pale varnish and
then by one coat of satin-finish varnish, plus an additional coat of
satin-finish varni sh on cabinet doors and drawer fronts. Surfaces
shall be lightly sanded between coats. ]

At the Contractor's option, wood cabinets with a factory finish standard
set by the cabinet manufacturer may be provided.

2 | NSTALLATI ON

EE R R R R R R R R R R R R R R R R R R R R R I R R R O R

NOTE: Installation of sinks shall be per the
requi renents of Section 15102, "Pl unbing."

EE R R R R R R R R R E R R R R R REEERERE R EEEE R R E R R R R R

Casework shall be installed plunmb with countertops level to within 1/16
inch in 10 feet 1 millinmeter in 3000 mllineter.

Base cabi nets shall be |eveled by adjusting |eveling screws.

Scribe strips shall be scribed and fitted to irregularities of adjacent
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surfaces. Gap opening shall not exceed 0.025 inch 0.63 nmillineter.
Cases shall be secured permanently to floor and wall construction using
1/4-inch 6 mllinmeter dianeter nasonry anchors, spaced 30 i nches 760
mllimeter maxi mumon center, mininmmof two for each case.

Wal | cases shall be supported on continuous 18-gage 1.3 mllineter
gal vani zed steel hangi ng brackets.

Wal | cases shall be secured in position with screws to bl ocking.

Adj oi ni ng cases shall be bolted together. Wdth of joints shall not exceed
1/32 inch 0.79 mllimeter.

Closer strips, filler strips, and finish noldings shall be provided as
required.

Doors shall be aligned, hardware adjusted, and surfaces cleaned and waxed.
Installati on Drawi ngs shall be submitted for steel and wood cabi nets.
Drawi ngs shall include |ocation of cabinets, details of cabinets rel ated
and di mensi onal positions, and | ocations for roughing in plunbing,

i ncludi ng sinks, faucets, strainers and cocks.

.3 CLEANI NG

On conpl etion of cabinet installation, marred or abraded finished surfaces
shal | be touched up.

Crating and packing naterials shall be renpbved from prem ses.

Surfaces shall be w ped down to renove fingerprints and nmarki ngs and shal
be left in clean condition

.4 | NSPECTI ON

Casewor k grounds and supports shall be exami ned for adequate anchorage,
foreign material, noisture, and unevenness that could prevent quality
casework installation.

Ensure that electrical and plunmbing rough-ins for casework are conpl ete.

Do not proceed with installation until defects are corrected.

-- End of Section --

SECTI ON 12303 Page 19



